A.L.P, :LEXALITE

TW Series
Gasketed Enclosure
Replacement Lenses

Description

Gasketed enclosures replacement lenses available in high impact acrylic/DR with
a crepe pattern. Diffuser lens to be positioned into a continuous gasketed existing
housing slot (housing was discontinued by A.L.P) and securely held place in place
by white acetal or stainless-steel retaining latches that assure a continuous wet
location seal.

Applications
For use in food processing facilities, kitchens, parking garages, car washes,
government facilities, schools, public areas and industrial facilities.

Ordering Information
Please call 877-257-5841 for price and delivery.

Lenses
Clear crepe shallow diffuser acrylic

Please contact A.L.P. for pricing and delivery.

Apply silicone sealant to internal threads for wet
location use.

TW accessories will continue to be available.

All specifications subject to change without notice.
A.L.P. assumes no responsibility for these materials in
any luminaire or application.

The product is an OEM component kit requiring final
assembly by a qualified OEM fixture manufacturer.
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Gasketed Enclosures Accessories

Part Number Description
BRKTT22PK Mounting bracket for TW (2)
LPC Polycarbonate latch
:
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LPCTP3 Tamper proof polycarbonate latch
@ with nut (screw included)
-l- H
TAMPER BIT 3 Driver bit for #6 TAMPRUF
drive screw
LSS-3 Stainless steel latch
8
LSS-3TP Tamper proof stainless steel latch

with #8-32 x 5/8” screw

TAMPER BIT 8 Driver bit for a snake eyes
drive screw

FEPW 7/8” dry location end plug
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LTP088 7/8” liquid tight plug

S

DC-2S -7 7/8” die cast aluminum fitting

assembly for 1/2” rigid conduit

NUT1001 #10-32x3/8” steel hex locking nut
for TRAYLAT attachment to housing
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TSDW 4D15/TDW 8D15
Shallow Acrylic Crepe

Please contact A.L.P. for pricing and delivery.

Apply silicone sealant to internal threads for wet
location use.

TW accessories will continue to be available.

All specifications subject to change without notice.
A.L.P. assumes no responsibility for these materials in

Replacement Lenses any luminaire or application

Part Number | Component Description aTy y b '

TSDW 4D15 | 4’ Standard 85/15 DR Clear Crepe Diffuser 30 The product is an OEM component kit requiring final

TDW 8D15 8’ Shallow Standard 85/15 DR Clear Crepe Diffuser 30 assembly by a qualified OEM fixture manufacturer.
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